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samples. There’s similar demand in the cosmetics industry, too. For example, 

in one particular case, fragrances need to be filled into selectable, customer-

specific bottles that are individually labeled and packaged. 

How do the XPlanar and XTS transport systems differ in terms of 

use?

Uwe Prüßmeier: The main difference is that the XPlanar movers don’t need 

a mechanical guide rail so, as already mentioned, the system offers greater 

flexibility in terms of movement. At the same time, though, the mechanical 

guidance in XTS can be an advantage: Compared to the magnetic counterforce 

of the planar movers, a guide rail allows significantly better dynamics and 

higher speeds in curves, especially in very tight curves, and even when carrying 

a payload. The specifics of a given application will ultimately determine which 

of the two systems is the better option. The bottom line is that XPlanar and XTS 

complement each other perfectly.

The interview was conducted by Stefan Ziegler, Editorial Management PR, Beckhoff

XPlanar: Planar mover 
technical specifications
 – max. speed: 4 m/s

 – max. acceleration: 20 m/s2 (without payload)

 – four available sizes: 95 x 95 mm, 155 x 155 mm, 

155 x 275 mm and 275 x 275 mm

 – mover thickness: 12 mm

 – max. payload (largest mover): 6 kg (at low speed)

 – max. levitation height without payload: 5 mm

 – max. levitation height with 1 kg payload: 1 mm

 – max. angle of rotation (±): 360°, ±15°

 – max. angle of inclination: 5°

Further information:
www.beckhoff.com/xplanar 
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Planar movers can follow a variety of tracks across the 

XPlanar floor; they can also switch from track to track.


